
Reinstatement of Trenches in Full 
Depth Asphalt in Existing C/Way 

Standard Detail Number 
SD/5/9 

40 surface course 
structural layer 
dense binder

up to 10 msa 315 
up to 20 msa 365 
up to 30 msa 390 
up to 60 msa 430 

suitable 
varies granular 

fill 

(Surface course as required to match existing) 

40mm 10mm size close graded surface course to Cl 912, AC10 close surf 100/150 
or 
40 mm HRA surface course to Cl 911, HRA 30/14 F surf 40/60 des. 
20 mm coated chippings min. PSV 65 to Cl 911, 14/20 Gc 85/20. 

Structural layer:- 20mm size dense binder course, 
AC20 dense binder course 40/60 to Cl 906 maximum 
layer thickness 100mm. 

Re
A

Suitable well graded granular fill material to be 
deposited and compacted as specified in Cl's 
608 and 612. a minimum CBR value of 15% is 
to be achieved after compaction. 

150 Excavatable bed and surround, strength of 
surround not to exceed 10N/mm². 

   

Width 

(Minimum width = 
dia of pipe or duct 

+ 300mm) 
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This is a typical detail and may require conversion to a full scheme specific drawing. NOT TO SCALE 
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Disclaimer : Before making use of this detail, any designer or third party must ensure that it satisfies all requirements of the scheme to which it is being applied. Lincolnshire 
County Council accept no responsibility for third party use of this Standard Detail. 

Description:

ISSUED 

Note 

1. Seal all vertical joints on the surface 
course with hot poured bitumen 
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